*Radiant barrier blanket shown is for the Base-X® Model 307.
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Company HDT Expeditionary Systems, Inc.

Part Number or NSN
61B30ERB

Specifications as applicable

Insulated Liner

Insulated Flooring

Solar Shade/ Camouflage Netting

\Weight (Unpackaged) (Ib.)

10 Ibs.

Colorin accordance with FED-STD- . .

595 Reflective Foll

Special/Additional Features: oot, Radiant .

P smeromnen | Boot, Radiant Blanket, Open End to Open End,

(chmnﬁp,hm'dswhi?‘%g) Tempshield, _300
conrlectorpbodo‘;‘ | (Complete Wlth bag)
erece hemal | Thig TempShield connector boot creates an additional
s o caa, | reflective thermal barrier. It also provided a superior
tdfthwd" retardant for radiant, conductive, and convective heat
wodtuson. s | transfers as well as vapor diffusion. It is designed to
ES?T:‘&Q‘Q,‘SS;, integrate with the HDT, Base-X, 300 Series, Open End to
Series, Open End to
onii " | Open End, Connector Boot.
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(Complete with bag)
This TempShield connector boot creates an additional reflective thermal barrier. It also provided a superior retardant for radiant, conductive, and convective heat transfers as well as vapor diffusion. It is designed to integrate with the HDT, Base-X, 300 Series, Open End to Open End, Connector Boot.



